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④⑦の交換により払い出し能力は回復します

⑦の交換はCYA-9012を参照

④の交換は⑧⑨を外し、34番のネジを外し28番を外せば抜き取れます

部番 b/個数 部品名称 図面番号 材質 注記

1 1 サイドプレートL CYA-3002-E PPE　Glass20％

2 1 サイドプレートR CYA-3001-E PPE　Glass20％

3 1 スライドリフトAssy CYA-2001-A

4 1 下部ローラーユニットAssy CYA-2004-B

5 1 クランクギヤケースAssy CYA-2005

6 1 ギヤボックッスAssy CYA-2011

7 1 上ローラーホルダー CYA-2015

8 1 反転ローラーアームAssy CYA-2017-A

9 1 反転調整ベース CYA-3049-B POM

10 2 M3x36なべ M3x15ナベ

11 1 CARD05 SPCC

12 1 取り付けベース CYA-3111-A SECC-C t=1.6

13 1 メイン基板 CYA-8011

14 1 ﾄﾞﾛｱｺﾈｸﾀ２０ピン 20

15 2 ストッパー CYA-3078-A POM

16 2 カセットフック CYA-3092-B SECC

17 1 カセットストッパー CYA-3079-B POM

18 1 カセット３００ CYA-2034 　

19 1 M3x5セムス M3x5セムス 鉄

20 1 取り付けプレートA CYA-3113 SPCC t=1.6

21 1 取り付けプレートB CYA-3114 SPCC t=1.6

22 1 カセット固定シャフト（A) CMG-3005 SUM

23 1 CYA-2039(試作のみ) 　

24 2 CYA-2040 　

25 1 反転ユニットばね CYA-3115 SUS304WPB

26 1 CYA-3131 ABS(黒)

27 1 ギヤボックッスAssy2 CYA-2012

28 1 フロントカバー CYA-3132-A SPCC t=0.6

29 1 CYA-2042(構想段階） 　

30 1
カセット340W(クロムフリー
鋼板製）

CYA-2050-C 　

31 1 カセット３００ CYA-2051(試作のみ） 　

32 1 CYA-3133 **

33 2 M3x15セットスクリュー平先 M3x15平先 鉄

34 2 M3x6セムス M2.6x6セムス

35 4 M3x4皿 鉄

36 2 カセットSスペーサ CYA-3169 POM
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Wipe out these areas with an alcohol item
when you find they got dirty.

Wipe out these areas 
with alcohol soaked cloth
when you find they got dirty.
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Stopper

LIft this up

How to remove the CD-1500(rear drawer)

②Slide the CD-1500 on the mounting base to remount it.
Make sure the lug of the stopper laches(locks)the base 
by slightly lowering the stopper dounwards.

①Lift the stopper up by center to draw the CD-1500 backward 
to see it can be removed from the mounting base.

mounting base
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②Slide the CD-1500 on the mounting base to remove it.
 Make sure the lug of the stopper  laches(locks)the base by
slightly lowering the stopper download.

How to remove the CD-1500(front drawer)

Stopper

Lift this up

①Lift the stopper up by center to draw the CD-1500 forward 
 to see it can be removed from the mounting base.
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A

②Remove the stuck cards 
(remove the upper roller holder to see the stuck cards being removed easily)
③Revert the holder to the initial position to hear the click noise

Stuck cards

AHow to release stuck cards

①When you found the cards getting stuck,
pull the part (A)in the drawing 
to get the holder removed.

Upper roller holder
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Cassette removal

Cassette stopper

Push downwards

①Push the stopper downwards to slide 
the cassette backward and you can now 
remove it.

②Place the Cassette behind the lug of
the CD main unit to slide the cassette
forward and it is now fitted.

Note:Make sure to place the weight on the cards loaded,
or the card is not dispensed to the last . 

Weight

Cassette fitting
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Replacement of  Roller Assemblies Parts 4 and 7. 
 
 
Replace part No. 4 and No.7 when the dispensing performance is 
compromised.  
 
Please refer to drawing CYA-9050 and CYA-9012 for replacing Part No.7. 
 
For replacing Part No. 4, first remove No. 8 and 9, then remove No.34 screw 
and Part No.28. Replace Part 4 assembly. 
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